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GeosolKft., Halmajugra- Hungary

Objective : Removing inert from the waste stream for protecting the fine shredder and creating

RDF with a higher calorific value

Customer : GeosolKft., Halmajugra- Hungary

Input : Mixed waste

Nihot : SDS 1200 (20 t/h, 60-300 mm)

Installation: July 2017
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Sokolovskáuhelná, Sokolov- Czech

Objective : RDF production, removing inert materials and creating RDF with a higher calorific value

Customer : Sokolovskáuhelná, Sokolov- Czech

Input : MSW (7 t/h, 0-80 mm)

Nihot : 1 x DRS 50-19-206 in inclined position (20 mm)

Overs of the DRS is the input into the DDS

1 x DDS 800 (4,8 t/h, 20-80 mm)

3-way separation: RDF/compost/residue

Installation: June 2017
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DRS disc screen inline with our DDS windshifter



Global Renewables, Sydney - Australia

Objective : RDF production, removing inert materials and creating RDF with a higher calorific value

Customer : Global Renewables, Sydney - Australia

Input : MSW

Nihot : DDS 1200 (18 t/h, 120-200 mm) 3-way: 

inert/medium calorific RDF/ high calorific RDF

Installation: June 2017
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Cleanaway, South Guildford - Australia

Objective : Purifying recovered glass (removing contamination) coming from the Single Stream MRF

Customer : Cleanaway, South Guildford - Australia

Input : Glass rich fraction

Nihot : 1 x SDS 800-i (15 t/h, 0-65 mm)

1 x SDS 650-i (3,75 t/h, 0-65 mm)

Installation: May 2017
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SDS-i windshifters inline to remove contamination



SCG, Bangkok - Thailand

Objective : RDF production, removing inert for the protection of the secondary shredder

Customer : SCG, Bangkok - Thailand

Input : MSW

Nihot : SDS 1400 (40 t/h, 30-350 mm)

Installation: April 2017
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.99Ω!IΣ {ƘŀǊƧŀƘ - UAE

Objective : Removing inert to create a clean recyclable fraction for further processing

Customer : .99Ω!IΣ {ƘŀǊƧŀƘ - UAE

Input : MSW

Nihot : 2 x SDS 1400 (12 t/h, 50-250 mm)

Installation: April 2017
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Celioa.s., Litvinov - Czech

Objective : RDF production, removing inert for the protection 

of the fine shredder

Customer : Celioa.s., Litvinov - Czech

Input : C&I/MSW (15 t/h, 0-300 mm)

Nihot : 1 x DRS 60-19-236in declined position (60 mm)

Overs of the DRS (MSW) is the input into the SDS

1 x SDS 1200 (15 t/h, 20 t/h C&I, 60-300 mm)

Installation: March 2017
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DRS disc screen inline with our SDS windshifter



Sokolovskáuhelná, Sokolov- Czech

Objective : RDF production, removing inert materials and creating RDF with a higher calorific value

Customer : Sokolovskáuhelná, Sokolov- Czech

Input : MSW

Nihot : SDS 1000 (10 t/h, 80-300 mm)

Installation: March 2017
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CCGC Technology, Hangzhou - China

Objective : Create clean hardcoreςconcrete, brick, stones (heavy fraction)

Customer : CCGC Technology, Hangzhou - China

Input : C&D

Nihot : SDS 800-i (20 t/h, 20-60 mm)

Installation: March 2017
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SinomaInternational Engineering Co., Changzhou - China

Objective : RDF production, removing inert for the protection of the fluidized bed incinerator

Customer : SinomaInternational Engineering Co., Changzhou - China

Input : MSW (45 t/h, 0-80 mm)

Nihot : 2 x DRS 60-19-200 in declined position (40 mm)

1 x SDS 1200 (40 t/h, <40 mm) undersfrom screens

1 x SDS 1200 (25 t/h, 40-80 mm) overs from screens

Installation: March 2017
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DRS disc screens inline with our SDS windshifters

https://youtu.be/62Za2QWum28
https://youtu.be/62Za2QWum28


ARC, Copenhagen - Denmark

Objective : Removing large plastic foils to relief the optical sorter 

Customer : ARC, Copenhagen - Denmark

Input : Plastic waste

Nihot : WS-S 1000 (1 t/h, 50-300 mm)

Installation: March 2017
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Penn Waste, York- USA

Objective : Purifying recovered glass coming from the Single Stream MRF

Customer : Penn Waste, York- USA

Input : Glass rich fraction

Nihot : SDS 800-i (8 t/h, 0-50 mm)

Installation: March 2017
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Cleaned glass fraction



Zuser, Peggau- Austria

Objective : RDF production, removing inert materials for the protection of the secondary shredder and 

achieving higher calorific value

Customer : Zuser, Peggau- Austria

Input : C&I

Nihot : SDS 1200 (20 t/h, 60-250 mm)

DRS 60-19-201, 30 mm screen (8 t/h, 0-60 mm)

Installation: February 2017
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DRS disc screen quality control after another screen



TPI Polene, Saraburi- Thailand

Objective : RDF production, removing inert materials for the protection of the secondary shredder and 

achieving higher calorific value

Customer : TPI Polene, Saraburi- Thailand

Input : MSW

Nihot : 2 x DDS 1600 (50 t/h, 20-500 mm) 3-way separation: 

inert/medium calorific RDF/high calorific RDF

Installation: February 2017
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